-
SHANK ......

/ Straight Shank

Aplicationd P> Use to join Cap tip and Holder.

Feature‘s\ P O Made of high beryllium content copper alloy
(CuBe2b) having high hardness and tensile
strength, fatigue endurance and abrasion
resistance.

® This shank has long life as this has lower
abrasion, bruise and deformation on taper than
it made of other material when Cap tip is put on
and off.
* Shank made of CuCrZr in size ¢ 16 is in stock.
# Main Taper
1710, 1/5, 1/9.6, MT1(1/20.047), MT2(1/20.020)

Order code
(@) (Effective length)
o W-SH- [Diameter | X | A |=| Taper
£ L
= 0.5 2 P13 : Taper MT 1
b = : 15 Unit : mm
Size
Diameter A L
- 13 25 25
\L(> DA 7 ;J/o‘_a 13 30 30
\4 2277 © 13 35 35
~ 13 40 42
A E 13 50 52
S 13 60 o
= 13 70 7o
© 13 80 82
13 920 o2
Spanner face for holding are 2 faces width 10 13 100 102
= L @16 : Taper MT2
=l Unit : mm
ol 2 13_5 10 —
i A 20 Diameter A L
16 40 44
18 50 54
== 16 60 64
7<W /H A ‘ 4] S L § 16 70 74
o e 16 80 84
18 920 94
= 16 100 104
A o 18 110 114
= 16 120 124
‘; 18 130 134
16 140 144
Spanner face for holding are 2 faces width 13 16 150 154
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Spanner face for holding are 2 faces width 17

$18.5
Taper /10

/ Offset shank

® mark and blue letter means ordered product.

- SHINKOKIKI ()

Order code

W-SH-C

@)

(Effective length)

Lo |
=4

P19 : Taper 18.5'/10

Unit : mm
Size
Diameter A L
19 40 50
19 50 60
19 60 70
19 70 80
19 80 90
19 a0 100
19 100 110

Amolicitiny B> Offset shank is used when the work (welding
point) is locating unsuitable location for
straight shank.

Features| P () Made of high beryllium content copper
. alloy (CuBe25) having high hardness and

tensile strength, fatigue endurance and
abrasion resistance.

(@ This shank has long life as this has lower
abrasion, bruise and deformation on taper
than it made of other material when Cap
tip is put on and off.
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Order code (Effective  (Eccentric
(@) length)  length)
W-SH-16 X[A]-
@16 : Taper MT2,
Unit - mm
Size
L A P
53 50 3
53 50 6
53 50 9
53 50 13
63 60 3
63 60 6
63 60 9
68 80 13
63 60 15
N 638 60 19
o
© 83 80 6
83 80 9
83 80 13
S8 80 15
EN 2 83 80 19
7 S8 80 25
2 103 100 19
=




w - "+
Original shank

Application) P Use to join Cap tip and Holder.

Featuresy P (O Made of high beryllium content
copper alloy (CuBe2b) having high
hardness and tensile strength,
fatigue endurance and abrasion
resistance as same as Straight
shank and Offset shank.

@ Qriginal material is by ¢ 16 rod
and made suitable for Cap tip ¢ 9
and ¢ 13. On connecting portion
with main machine is available in
tape MT2, 16-1/10, 16-1/5.

% ¢ 9 only should be used at low
pressure condition.

/StEDDEd shank (our original model )

@ mark and blue letter means ordered product.

Order code

[For 9] it :
8.5 0 2 B Diameter| =| A |=|Taper
5.5 ¢ 15.875 MT2 -
¢ 16 /10 A9 : Taer MT2 or 16'/10,
216 /s Unit @ mm
Size
) y Diameter A L
Qi ‘- T ‘ %f 8 38 38
_ %3 9 76 76
~ 9 96 96
e 10 28 ® 9 only: please use at lower pressure
=8 condition.
o= A

Spanner face for holding are 2 faces width 13

D13 : Taer MT2 or 167 /10,

Unit : mm
[For @13 ] Size
L Diameter A L

I 0 20 615,875 Wy 13 % »

6 & 16 /10 13 40 ae

®16 /5 13 50 56

13 80 66

| 13 70 76

- e 13 80 86
~ — © ©

GL //\ﬁﬂ © m ] ﬂi% 13 90 96

- = . 13 100 106

© 13 110 116

ol 14 13 120 126

s A 13 130 136

3 13 140 146

Spanner face for holding are 2 faces width 13 13 150 156




 SHINKOKIKI()

/Stralght Shank ( Our original model )

® mark and blue letter means ordered product.

Order code (@)
el *SKK-13%
L
< 11 20 _
= B T 13 : Taer MT2, 16"/10
5 'cc_% 6.5 10 5 Unit : mm
| ‘ Size
o Diameter A L
X [ o A ] 2 o
= e I % =) 13 40 46
s 3 13 50 56
o 13 60 66
= 8 70 76
A o o 13 80 86
&= 13 90 96
“—g § 13 100 106
& 110 116
Spanner face for holding are 2 faces width 13 12 120 126
Order code
Gt W-SK-13 X |~
di.) L
= 11 27 D13 i Taer 12/10
=) ‘E’ Unit : mm
53 6 10,3 18 Size
Diameter A L
13 25 25
12 30 30
T~ _FHTRATST o T
\4 9 B 13 40 42
<7 13 50 52
~ - & 860 62
= = 13 70 72
e 5 13 80 82
&l o
PG 13 a0 92
A 15 100 102
Spanner face for holding are 2 faces width 10
Order code @)
[For216] W-SK-16 X2
= L D16 : Taper 168"/10, IISHERS
| P
o B 13 20 _ Unit - mm
el == Size
7 10 3 Diameter A L
ss—
16 40 44
16 50 54
X 16 60 64
Y T Al s i z 2
w
'GJ by 16 80 84
\ 77 16 90 94
16 100 104
» - 16 110 114
s ol 5 16 120 124
© E 16 130 134
A 16 140 144
Spanner face for holding are 2 faces width 13 16 150 154
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